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KICK VENT INSTALLATION NOTES:
1. LOCATE VENT UNDER WINDOW ON PREVAILING
WIND SIDE OF BUILDING, DO NOT INSTALL THE
VENT ON BACK OF BUILDING OR DOOR.
2. TO INSTALL WALL VENT CUT HOLE IN THE WALL
THE SIZE OF THE VENT, THEN MOUNT THE VENT IN
THE WALL WITH PROVIDED FASTENERS
(6) 1/4"-20UNC x 1-1/4" BOLTS WITH SPRING NUT.
3. LOUVERS ARE TO BE POINTED DOWN.
4. DO NOT INSTALL ANY OTHER VENTS, THIS WILL
DEFEAT THE SPECIFIED VENTILATION SYSTEM.

BUILDING LOCATION INSTALLATION NOTES:

1. TO PROVIDE PROPER VENTILATION, THE
BUILDING IS TO BE ORIENTED WITH THE BLACK
VENT SHROUD IN THE BACK FACING SOUTH.
SOLAR HEAT INSIDE THE BLACK VENT SHROUD
IMPROVES VENTILATION.

2. SELECT A SITE THAT PROVIDES AN
UNOBSTRUCTED AIR FLOW ACROSS THE TOP OF
THE 12" VENT PIPE.

3. DO NOT LOCATE BUILDING IN A HOLLOW,
BENEATH AN OVER HANG, ON LEE SIDE OF A
RIDGE, IMMEDIATELY ADJACENT TO A DENSE
TREE LINE, OR IN DENSE BRUSH OR TREES.
NOTE: BOTH BUILDING LOCATION AND
ORIENTATION ARE CRITICAL TO PROPER
VENTILATION OF BUILDING.

4. SITE SHOULD BE IN A WELL DRAINED AREA
THAT CAN BE EXCAVATED TO A DEPTH OF 4'-6"
AND GRADED LEVEL 12' x 22'
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POLYETHYLENE TOILET RISER
WITH SEAT & LID

XV-000-1017 KICK RESISTANT WALL VENT
 INSTALLED ON-SITE

SEE INSTALLATION NOTES

12'-0" x 22'-0" MIN CONCRETE PAD
BY CONTRACTOR

POLYETHYLENE BUILDING
WITH WOOD EXTERIOR PANELS

STAINLESS STEEL GRAB BARS

BLACK VENT PIPE COVER
(PRE-INSTALLED)

POLYCARBONATE WINDOW,
 PRE-INSTALLED TYP. (2)

12" ID POLYETHYLENE VENT PIPE

4 X 4  POST, TYP (4)
SEE SLAB PLAN FOR LOCATION OF POSTS

ROOF OUTLINE (SHOWN FOR REF. ONLY)
SEE SHEET A8.1 FOR ROOF PLAN
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1x4 CEDAR TRIM
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ELEVATION VIEW
SCALE: 3/8" = 1'-0"
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B
ELEVATION VIEW
SCALE: 3/8" = 1'-0"

TIMBER TRUSS & POST
W/ CEDAR BOARD &
BATT PRIVACY SCREEN

12" VENT PIPE
W/ SCREEN

12" VENT PIPE
W/ SCREEN
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ELEVATION VIEW
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12" VENT PIPE
W/ SCREEN

12" VENT PIPE
W/ SCREEN

TIMBER TRUSS & POST
W/ CEDAR BOARD &
BATT PRIVACY SCREEN
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